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II. SPECIFICATION AMENDMENTS 

Please amend paragraph 16 on page 2 as follows: 

[00016] Figure 1 illustrates the principle architecture of an 
embodiment of the present invention, and Figures 
2-8 show further preferred embodiments. 

Please amend paragraph 18 on pages 2 and 3 as follows: 

[00018] In Figure 1, a coupling unit 10 comprises a first 
multiplexer 20, a second multiplexer 30, a third 
multiplexer 40 and a fourth multiplexer 50. It is to 
be understood that the third and fourth multiplexers 
40 and 50 are optional, and the deviations in the 
architecture of Figure 1 without the third and fourth 
multiplexers 40 and 50 will be explained later o n with 
reference to Figure 8 . 


Please amend paragraph 24 on page 3 as follows: 

[00024] The third multiplexer 40 receives as inputs the line 
ICQ as well as a feedback line 180. The output of the 
third multiplexer 40 is coupled to the line 120 as 
well as to the first input of the first input of the 
first multiplexer. In case the optional third 
multiplexer 40 is omitted, the line 100 is directly 
coupled to the line 120 as well as to the first input 
of the first multiplexer 20 as shown in Figure 8 . 
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Please amend paragraph 26 on page 4 as follows: 

[00026] The fourth multiplexer 50 receives as second input the 
line 170, and its output is coupled to the line 130 as 
well as to a first input of the second multiplexer 30. 
In case the optional fourth multiplexer 50 is omitted 
the line 170 is directly coupled to the first input of 
the second multiplexer 30 as well as to the line 130 
as shown in Figure 8 . 
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